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Rev | AWO# Description Date Appr
APPROVED: - RELEASED 07112113
DATE: TITLE: A REVISED SHAPE 121913 | AY/GC
025 [0.63] = —~—.043 [1.08]
~[0.55] 016 098 [2.50] 065 [1.6%)
047 - -
Hw.zo}j‘ | To.40) 098 [2.50]— 06509; 652 -
1] I 095 242}
\ 067 ~—.098 [2.50]
0 ! 0 ' 039 [1.00]
132 [3. 35 & —
B A Anng. I Z ,,,,,
} 1vn> #7 #6 5l B0 R !
287 059 J !
1.142 602 |
[29.00] [15.30]
0 1.378 o 039 !
35.00 . :
[35.00] | 134 12355] [1.00] ;
[28.80] : .047x.079
=635 [13.60]—-—567 [14.40]— [1.20x2.00]
ﬂ]l L‘ ' \
T 039 [1.00] Ref. -
Cover Stroke 1
f !
! I 197 [5.00] Ref. ;
Card Eject Stroke
| ? 10]-—=.476 [12.10]—
945 [24.00] RECOMMENDED PCB LAYOUT
1.121 [28.48] ClRCUlT
1950 [24.14]
P e— [22.64] | m;;;} WP GROUND ! GROUND ! WP GROUND
.089
[2.25] | 953 [24.20] | D ¥ | D #3 | D B
SPECIFICATIONS: 067 o—oO | o—0—C0—-=0 | o—0——0—-O0
mzﬁli'or Hi-Temp thermoplastic E;tg UL 94V-0 F>IN#1N . CET;I;AAETS WITHOUT CARD 1 CARD NSERTED WRITE 1 CARD INSERTED WRITE
- A lemp plastic, PROJECT:LOCK PROJECT:UNLOCK
Insulator color: Black #2 CMD ‘
Contacts: Copper Alloy
Shell: Steel, Nickel plated #3 Vsst PACKAGED ON TAPE & REEL
Plating: #4 VDD
Gold Flash over Nickel underplate in contact areaq, 75 CLK UNLESS OTHERWISE SPECIFIED
Matte Tin over Copper underplate on Solder tails ALL DIMENSIONS ARE INCHES [MM]
Electrical: #6 VSS2 TOLERANCES: EXCEPT AS NOTED
. INCHES HOLES
Current rating: 0.5 Amps max #7 DATO X .10 3% £.10
Contact resistance: 100 mohms max Tg AT XX i-OZO g-XX i-015 —
Insulation resistance: 500 Mohms min @ 500 VDC XX _Z 015 @XXX__—.010 SECURE DIGITAL SOCKET. PUSH-PUSH
Dielectric withstanding voltage: 500 VAC for 1 minute #9 DAT2 APPROVALS DATE !
Temperature Rating: DRAWN ™ 07/12/13 CARD LOCK TYPE, SHELL SPOT INSIDE
Operating temperature: —25°C to +85°C REV. |
Er?vironrlne?ntal: P ROFS CHECKED NP 07/12/13 5)'(2": PART NO. 09L-SG-TIR R'EAV'
Lead free, RoHS compliant COMPLIANT APPROVED REF S00T08C [Scae. W75 ] SHeer 1 oF 2
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