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DETAILS

Product Number CS14055_STRADA-IP-2X6-T2

Family Strada-IP

Type Assembly

Color clear

Diameter 71.4x173 mm

Height 9,17 mm

Style rectang

Optic Material PMMA

Holder Material

Fastening

Status ready

ROHS Comliant Yes

Date Updated 9/01/2015

OPTICAL PROPERTIES
 Viewing Light Effi-   

LED Angle Beam ciency cd/lm Connector

XP-L Asym deg Asymmetric 94 % 0.770 -

XT-E Asymmetric degAsymmetric 94 % 1.000 -

XP-G Asymmetric degAsymmetric 94 % 1.000 -

XP-G2 Asymmetric degAsymmetric 94 % 1.000 -

Oslon Square PC Asymmetric degAsymmetric 94 % 1.000 -

LUXEON R Asymmetric degAsymmetric 94 % 0.980 -

LUXEON Rebel ES Asymmetric degAsymmetric 94 % 0.970 -

LUXEON Z ES Asym deg Asymmetric 94 % 1.600 -

Acrich MJT 4040 sim: Asym Asymmetric - sim: 0.000 -

H35C1 (LEMWA33) Asym deg Asymmetric 94 % 1.000 -

LUXEON T Asymmetric degAsymmetric 94 % 1.000 -

LH351Z Asym deg Asymmetric 94 % 1.100 -

TL1L3 sim: Asym Asymmetric sim: 86 % sim: 0.000 -

TL1L2 sim: Asym Asymmetric sim: 88 % sim: 0.000 -

LUXEON TX sim: AsymmetricAsymmetric sim: 88 % sim: 0.000 -

TL1L4 Asymmetric degAsymmetric 93 % 0.970 -

Z5M sim: AsymmetricAsymmetric sim: 89 % 0.850 -

XHP35 HD sim: Asym Asymmetric sim: 88 % sim: 0.680 -

XHP35 HI sim: Asym Asymmetric sim: 90 % sim: 0.700 -

Duris S8 sim: Asym Asymmetric sim: 91 % sim: 0.740 -
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Pockets for wiring and screws

Silicon seal
with ribs
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Tolerances if not otherwise shown
According to DIN ISO 2768-1
Linear measures: class C
According to DIN ISO 2768-2
Form and position: class L

SCALE   1:1 WEIGHT 58,25 g SHEET 1/2

SIZE

A3

DRAWING TITLE

CS14055_STRADA-IP-2X6-T2
PART NUMBER

CS14055

Ledil Oy
Salorankatu 10
FIN 24240 SALO
Finland

THIRD ANGLE PROJECTION:

This drawing is the property
of LEDiL Oy. It may not be
reproduced, copied or
communicated without a written
agreement with LEDiL Oy.

INDEX PART NO DESCRIPTION MATERIAL COLOUR
1 C14018 2X6-SEAL25 Silicone white
2 C13363 STRADA-IP-2X6-T2 PMMA clear

173

3.
45

6
1

7
1
.
4

8 6.5

54.254.254.2

3
5
.
7

Top view

AA

B

165

6
3
.
4

4
3
.
9

3
6

2
5
.
4

1 3
.6

25.425.4

145.5

25.4

12.7

25.4 25.4 25.4 25.4

69

3.22x1.2

1
2
.
7

Bottom view

4
.
7
5

2
.
8
5

Section view A-A

5.35

1.5
1.65

2.65
5.32

LED1,6mm thick
PCB

Section view B-B
Scale:  2:1























































Application notes – High Bay Warehouse

Industrial
lighting

The information contained herein is the property of LEDiL Oy, Salorankatu 10, FI-24240 SALO, Finland and is subject to change without prior notice.  
Please visit www.ledil.com for additional information, such as the latest photometric files, 3D mechancial models, and application notes relating to handling, gluing and taping.

- Luminaire installation height: 14 m
- Installed in the aisle centerline
- Fixture luminous flux 6200 lm
- LED luminous flux 7000 lm

- Illuminance levels:	 130 lx

		  100 lx

	 	 80 lx

	 	 60 lx

		  45 lx

		  30 lx

		  15 lx

		  10 lx

Solution with FLARE-MINI-AD
Luminaire installation height:	 14 meters
Luminaire spacing:	 6 meters
Luminaires are installed on the aisle centerline

Number of luminaires:	 66 pcs
Number of LEDs / luminaire:	 25 pcs @ 1000 mA
Power consumption / luminaire: 	 approx. 70W

Avg. illuminance at floor level:	 ≈100 lx

Illuminance uniformity on  
the shelf vertical face (Emin/Eavg):	 better than 0,5

Total power consumption: 	 4,6 kW (≈ 1,9 W/m²)

Approximated energy savings  
when compared to conventional  
fluorescent lighting: 	 ≈40%



Typical Application Example

Optics used

CS14055_STRADA-IP-2X6-T2

•	Dimensions: 173 x 71.4 mm
•	Height: 9.17 mm
•	Typical efficiency: 94%
• Precision-molded from optical grade PMMA 
– UL94 HB rated material with operating 
rating -40°C to +80°C

Application simulation Simulated results:

Luminous flux (luminaire): 6 957 lm
Luminaire wattage:  51 W
Arragement: Single row, bottom
Road width: 7 m
Pole Distance: 58 m
Mounting height: 10 m

Maximum luminous intensities
at 70°: 998 cd/klm
at 80°: 141 cd/klm
at 90°: 25 cd/klm

Em (R3) 
(lx)

Em/
Emin

Lv max/
Lm

Calculated values 9.0 3.9 0.3

Required values  
according to class ≥9.0 ≤4.0 ≤0.4

Fullfilled/ 
Not fullfilled ✓ ✓ ✓

Application notes – STRADA-IP-2X6-T2
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