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.037 - H T—Flash
(o.e5] — [1o%] ——| o PIN NO.| NAME | YIPE DESCRIPTION
) ’ 1 DAT2 | 1/0/PP DATE LINE(BIT2)
315 [8.00] — 2 |cD/DAT3] 1/0/PP | CARD DETECT DATE LIN(BIT3)
SPECIFICATIONS: 3 CMD PP COMMAND RESPONSE
Material: 4 VDD S SUPPLY VOLTAGE
Insulator: Hi—temp thermoplastic, rated UL 94V-0 5 CLX I CLocK
Insulator color: Black 6 VSS S SUPPLY VOLTAGE GROUND
Contacts: Copper Alloy 7 pat0 | 1/0/PP DATE LINE(BITO)
Shell: Stainless Steel, nickel plated PACKAGED ON TAPE & REEL 8 | DAT1 | I/o/PF DATF LINF(DITT)
Spring: SWP
Plating: UNLESS OTHERWISE SPECIFIED
Gold Flash over Nickel underplate on mating contat areq, ALL DIMENSIONS ARE INCHES [MM]
Tin over Copper underplate on SMT tail TOLERANCES: EXCEPT AS NOTED
Electrical: y ‘NCHiESWO Zx HOLES .
Current rating: 0.5 Amps min. XX £ 000 axx  £.015
Contact resistance: 100m ohms max. XXX+ 015 BXXX_ *£.010 TITLE
Insulation resistance: 500M ohms min @ 500 VAC APPROVALS DATE
Dielectric withstanding voltage: 500 VAC for 1 minute DRAWN Ay 12/13/13 MICRO SD SOCKET 8 PIN
Temperature Rating: —T —
Operating temperature: —25°C to +85°C CHECKED e 12/13/13 : A SG .
Environmental: TES X - -
Lead free, RoHS compliant. oL APPROVED REF:  S00108C | scae: NTS | SHEET 1 oF {
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